
BUNKER ZONE

INSERT

GAMMA SHUTTER

WBC CHOPPER 1
@6.3m
DISC DIA = 1M
SPEED = 14/7 Hz

FOC CHOPPER 1
@8.3m
DISC DIA = 1.3M
SPEED = 56 Hz

WFM CHOPPER 1 + 2 
@7.5m (BETWEEN BLADES)
DISC DIA = 1.3M
SPEED = 56 Hz

FOC CHOPPER 2 
@10.3m
DISC DIA = 1.3M
SPEED = 42 Hz

WBC CHOPPER 2
@9.3m
DISC DIA = 1M
SPEED = 14/7 Hz

WBC CHOPPER 3
@16.25m
DISC DIA = 1M
SPEED = 14/7 Hz

FOC CHOPPER 3
@15.6m
DISC DIA = 1.3M
SPEED = 28 Hz

PORT N5

MODERATOR 
FOCAL POINT

VACUUM VESSEL

300X300mm
BORON BLADE DETECTOR
(WITH REDUCED ELECTRONICS)

SAMPLE
STACK

CAVE

BUNKER TO CAVE SHIELDING

BUNKER WALL
INSERT

NEUTRON GUIDE
& GUIDE SHIELDING

COLLIMATOR
SELECTOR

HEAVY
SHUTTER

POLARISER
ATTENUATOR

XY SLITS

XY SLITS

BEAMSTOP
XY SLITS

DETECTOR BENCH

3 SLIT SYSTEM

MONITOR

XY SLITS

MONOLITH ZONE EXPERIMENTAL HALL

2v

22760 FOCAL DISTANCE 3000


